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Connectors 2.50mm Pitch Wire To Board Connector

AR/ Specifications:

WEHE Rated voltage: 250V AC, DC

HE YT Rated current: 3A AC, DC

i HPE Contact resistance: 10m®Q max

A1 2 HH Insulation resistance: 1000MQ min
i & Withstand volage: 1000V AC/minute
INEEIE . Ambient temperature:—25°C~+85°C

PCH R BB HERE PC board layout and Assembly layout

[0 Assembly layout GEB A /)
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Notes:The above figure is the figutre viewed from the connector mounting side.
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Connectors 2.50mm Pitch Wire To Board Connector
[0 DL25021—-AW (DP-AW)
Cirenits Dimensions (JY~fmm)
(Fa. 1#%) A B
2 2.50 5.00
B 4.9 3.9 3 5.00 7.50
4 7.50 10. 00
- 3 5 10. 00 12. 50
6 12.50 15.00
T 7 15. 00 17.50
Lo
o 8 17.50 20. 00
] 9 20.00 22.50
10 22.50 25.00
- 11 25. 00 27.50
5 L 5 5 - - « 12 27.50 30. 00
T 13 30.00 32.50
2.5 L10. 64 4.2 14 32.50 35.00
15 35. 00 37.50
A
A Q
% Material ($4 )
o0 ¢ ¢ & Housing (£ 3%) : Nylon (& /) UL94~ VO (2)
Wafer (B filiff) :Brass (3 4) /Tin plated (¥ )
2.5
T BRoHSkR HE
RoHS compliance
VE: BG5S I RDLL
Note: Contact DLL for gold-plated products.
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