DL #rx YHL

1. 50mm Pitch Wire To Board Connector

AR/ Specifications:

HEHLE Rated voltage: 50V AC, DC
WUEHT Rated current: 1A AC,DC

i HPH Contact resistance: 20mQ max
#iZ¢ i H Insulation resistance: 500MQ min
iif = Withstand volage: 500V AC/minute
IEEIR)Y Ambient temperature:—25C~+85C
EHZM Wire range: AWGH32~#26

[0 DL15004-T (YHL-T)

T1=0.12
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Applicable wire & F £ #0)
Model No. (&) < Material (3 K} Plating (FB%%) Qty/reel (/%)
. e AWG# | Insulaition 0.D. (4i%¢4Mzmm)
DL15004-T (YHL-T) | 0.032~0.13 | 32~26 $0.4~1.0 Phosphor bronze (B 4l)| Tin Plated (4£%)) /
5 ERoHSHR

R‘oHS complia‘nce
T B IR RDLL

Note: Contact DLL for gold-plated products.
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DL #rx YHL

1. 50mm Pitch Wire To Board Connector

1 DL15004-5Y (YHL-5Y)

o5 Material (#4 ¥}
Housing ()R 5%) :Nylon (JE &) UL94- VO (2)

T ARoHSHR 1

RoHS compliance
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